Choices of Network Card type for your system - C040

-  Network Type

-  Bus Type

-  Media Type

1. Network Types 

- Ethernet 

- Token Ring

- ARCnet

· Appletalk

2. Bus Types - C044.avi

ISA 8-16 bit

PCI – 32 bit self configuring irq above 15

PCMCIA (PC card laptop)

MCA – not many around

Nubus is apple bus type

3. Media Types - C047

COAX, UTP, STP, Fiber Optic, Infrared, Radio

Coax – BNC connectors

UTP – RJ45 connector

Token ring – 9 pin D connector or RJ45 connector

*Media Concerns

· Cost

· Ease of Installation

· Bandwidth capacity – larger documents etc

· Node capacity – how we want to connect, how many we can have

Digial Signals

· Baseband all of the signal

· Normally used for network connections

Analog 

· Broadband – shares media bandwidth with other channels

· Uses part of entire signal

· Multiple transmission

· Slows down because of sharing

· Everything in computer is digital so slows down because of conversion

Hints for setting up your cards - C049.avi

-  Set IRQ same on every card

-  Make I/O port unique, but same on every card.

-  I/O port address – address of information like a Post office box (in header)

-  Ram address is where the BIOS address resides. 

As system gets info off the card, it has to know where to find it. It uses the I/O port address to find the card where to get the BIOS address, but then it needs the actual bios info.  Some BIOS are preset, but some you have to setup.  

If RAM is the same the system will lock up your system.

Settings on the card - C048.avi

3 settings -  IRQ, I/O, Ram

- Some manual some Plug and Play.

- Each has to have a unique setting

IRQ – it basically request to system to speak

